Tools Required
10mm Socket wrench/ratchet
Panel Popper
Phillips Screwdriver

Please note:
If you are unfamiliar with your vehicle, professional installation is highly recommended.

1) Open the hood, remove [2x] plastic retainers on either side of the grille.

2) Remove [2x] phillips screws securing the grille.

3) Unseat and remove the grille.

4) Remove [1x] plastic retainer securing the headlight garnish.
5) Remove [3x] phillips screws securing the fender liner to the fascia.

6) Remove [1x] plastic retainer also securing the fender liner, then peel back the fender liner.

7) Remove [4x] plastic retainers securing the fascia from below.

8) Remove [3x] plastic retainers securing the fascia below the grille.

9) Unseat the front bumper fascia. Be sure to disconnect the fog lamp harness if equipped.

10) Remove [3x] phillips screws securing the headlight.
11) Remove [1x] 10mm bolt securing the headlight from the side.

12) Remove the headlight garnish by gently swinging it outwards and away.

13) Release the headlight retainer tabs.

14) Unseat and remove the headlight.

15) Disconnect the sidemarker harness.

16) Disconnect the turn signal socket.
17) Disconnect the headlight harness, then remove the headlight and set it aside.

18) Remove the sidemarker socket from the OEM headlight. Never touch exposed bulbs with bare hands.

19) Remove the turn signal socket from the OEM headlight.

20) Transfer the bulb sockets to the REX headlight.

21) Your beam adjusters are shown here and are 8mm.

22) Connect the turn signal harness to the REX headlight.
23) Reconnect the headlight harness to the REX headlight.

24) Seat the REX headlight, being sure to properly seat the headlight retainer tabs.

25) Reinstall [3x] phillips screws to secure the headlight.

26) Reinstall [1x] 10mm bolt to secure the headlight.

27) Replace the headlight garnish.

28) Reinstall [1x] plastic retainer to secure the garnish.
29) Seat the front bumper fascia. Be sure to reconnect the foglight harnesses, if equipped.

30) Reinstall [3x] plastic retainers to secure the fascia.

31) Seat the grille.

32) Reinstall [2x] plastic retainers to secure the grille.

33) Reinstall [2x] phillips screws to secure the grille.

34) Reinstall [4x] plastic retainers to secure the fascia from below.
35) Reinstall [3x] phillips screws to secure the fender liner to the fascia.

36) Reinstall [1x] plastic retainer to secure the fender liner.

37) Close the hood and enjoy your new REX projector headlights.
Disclaimer

Rex Lighting is not liable for damages, injuries, or death while installing this product. The Installation Guide is intended as assistance to reduce installation time. Rex Lighting assumes no responsibility for improper installation. If you are unfamiliar with or inexperienced with your vehicle, please seek professional installation.